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To provide value product which satisfy customer in Quality, 

Reliability, Performance and Durability.

To strive continuously to improve quality through Kaizen, employee 

safety & motivation, continual improvement through QMS, carrying 

out innovation, leveraging technologies and competencies.

We are committed to produce and supply on time products of best 

quality as per product standards which satisfy applicable 

requirements  for customer delight .

Tact Switch

Micro Switch

Hook Switch

Terminal

Cable Terminal

Push Switch

USB Connector

Power Switch

Reset Switch

Rocker Switch

Phono / IEC Socket

DC Socket 

Fuse Holder

Fuse Clip

RCA Jack

Audio Connector

CAT Connector

Modular Jack

Moulded Comp.

(custom Built)

Relays

Rotary Switch

D Sub Connector

Power Socket

Wire Assembly

Slide Switch

Ringer / Buzzer

SMD Buzzer

Brass Connector

Sheet Metal Components 

(custom Built)

Nema Connector

Switching / MCB Component

Loops

Shunt

Solar PV Connector

Crimped Connector

ELECTROPLATING 

MAIN PRODUCTS



MN-1102IC
(6 X 6)

50182A
(1/2 Pole)
CLICK TYPE

50182B
(1/2 Pole)
CLICK TYPE

(1/2 Pole)

(1/2 Pole) (1/2 Pole) (1/2 Pole)

m

21067-1 (4-6 mm )
(Out : 10mm,
Hole : 5.2mm)

21067-2 (10 mm )
(Out : 16mm,
Hole : 8.2mm)

21067-3 (4 mm )
(Out : 11mm,
Hole : 6mm)

21067-4 (10 mm )
(Out : 11mm,
Hole : 6mm)

21067-5 (16 mm )
(Out : 11mm,
Hole : 6mm)

21067-6 (16 mm )
(Out : 11mm,
Hole : 8mm)

21067-7 (25 mm )
(Out : 20mm,
Hole : 10mm)

CABLE TERMINAL
COPPER / ALUMINUM 

MN-1088
(7.8X7.8)



20618
(5X20)

(4A,250VAC)

5056-8
2P-OFF-ON

4-16A, 250 VAC
PUSH-ON TO SWITCH

50391
(10A, 250VAC,

DPST)

50382
(5A,250VAC,

SPST)

50382A
(5A,250VAC,

SPST)

50383
(5A,250VAC,

SPST)

50384
(5A,250VAC,

SPST)

50384A
(5A,250VAC,

SPST)

5056-22
PUSH BUTTON

SWITCH

5056-7A
(10A)

5056-7B
(15A)

RESET SWITCH
Rating - 3A-25A, 125/250V AC,
32 VDC, 50/60 Hz 

50278
2A/6A,250VAC

PHONO/IEC SOCKET

20617
(5X20)

(6.3A,250VAC)

MN-1065-5 MN-1065-6
7X7 8.5X8.5 8.5X8.5 8X8 5.8X5.85.8X5.8

20619
(5X20)

(6.3A,250VAC)

2021-3
(5X20)

2012-4
(5X20)

(6.3A,250VAC)

2016-1
(5.0X20)

(250V/10A)

20612
(6X30)

(250V/10A)

20613
(5X20)

(250V/6.3A)

20613-S
(5X20)

(250V/6.3A)

20615
(5X20)

(250V/6.3A)

20616
(6.4X32)

(250V/10A)

2061-6A
(6.4X32)

(250V/10A)

(5mm) (5mm) (5mm) (5mm) (5mm) (5mm) (5mm) (5mm)

20618
(6X30)

(4A,250VAC)

20614
(6.4X32)

(250V/10A)



4039-4
RJ-11
4P 4C

4039-4
RJ-11
6P 4C

4039-5
RJ-45
8P 8C

4039-51
RJ-11
6P 6C

RJ-45
(CAT 5)

CAT CONNECTOR

Insertion Force : 20N Max
Retention Strength 7.7 kg
Operating Temp : -10 to 60 C
Life : 750 Cycle min

IR > 1000 M Ohms min at 500 VDC
CR < 10 m Ohms, Temperature 0 to 70 deg. C

RJ-45
(CAT 6)

MN1052-40

4039-6MWC
616MWC

4039-6M
616M

4039-6M1
616M1

POWER SOCKET

4063-2F
(10A / 250V)

panel, snap-in type 

4063-3F
 (6A / 250V)

panel, snap-in type 

4063-4F
(UNIVERSAL)
 (6-10A / 250V)
panel, snap-in type 

FEMALE SOLDER
TYPE

MOULDED COMP. / CONNECTOR

CUSTOM BUILD

,
,



503021-1P3T 503022-1P4T 503025-2P3T 503026-1P2T 503027-2P2T

50301A-23HX/13HX 50301A-22HX/12HX 50301B-23HX/13HX

50303-1P2T

50305-1P2T 50305A-1P3T 50306A-1P3T



BRASS CONNECTOR 14 MM BRASS CONNECTOR 16 MM

1043-14F1043-14M

No. of Pins Available - 2-8 Pins

1043-16F 1043-16F 1043-19F1043-2 16F
2 Pin3 Pin3 Pin 2 Pin 8 Pin 8 Pin4 Pin 8 Pin 8 Pin4 Pin

1043-16M1043-16M 1043-16M 1043-19M

70357
(27mm disc / FB)

70359
(27mm disc / FB)
Continuous Type

7035-10
(5X5),

2-4VAC/4 KHz

7035-11
(7.5X7.5),

2.5-4.5VAC/2.7 KHz

7035-12
(8.5X8.5),

2-5VAC/2.7 KHz

7035-13
(9X9),

2-5VAC/2.7 KHz

7035-14
(10.5X10.5),

2.5-4.5 Vo-p/2.7KHz

7035-15
(10X10),

1-25 Vp-p/5.2 KHz

7035-16
(12X12), 1-25
Vp-p/16 KHz

7035-17
(12.8X12.8),
4-7V/2.4 KHz

7035-18
(13X13),

1-25 Vp-p/4 KHz

7035-19
(16X16),

1-25 Vp-p/4 KHz

7035-7A
(1-3V AC)



1052-17A
TAB TERMINAL

LOOPS

1052-16A1052-16
BRASS JUMPER

(E-TYPE)

1052-41
SCALE PLATES 

1052-52 1052-55

1052-47 1052-511052-50B 1054-34A
COPPER LOOP

SHUNT

1066 1066-A 1066-D1066-C1066-B

1068-1
(0.5A - 32A)

SWITCHING / MCB COMPONENT

1052-48 1052-49 1052-54

1068-2
(0.5A - 32A) 1052-46A 1052-46B 1052-46C

SOLAR PV CONNECTOR

NEMA CONNECTOR

1070-1

1069-1 1069-2





2980779

Mob.: +91 98875 55889
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AN ISO 9001:2015 COMPANY

DC FAN

MN-9071-1, 8025S12H

FAN DC, 80×80×25, 12V DC, 0.18 A, 

2 PIN WITH CONNECTOR (300MM), 

RPM:2900, 33.7 DB, 44.3 CFM

MN-9071-1, 8025S24H

FAN DC, 80×80×25,  0.18 A, 

12V, 2 PIN WITH CONNECTOR (330 MM), 

RPM 3000, 33 db, 37.2 CFM.

MN-9071-2, 9025S24H

DC FAN 90×90×25, 0.15A, 24V, 

2 PIN WITH CONNECTOR (205),

RPM 2800, 33.2 db, CFM53.1

MN-9071-9

High End Top Quality
MN-9071-11

Coffee Machine Fan

MN-9071-6

Refrigerator Fan-120x120x38-mm
MN-9071-8

Cooling Fan 120mm-220V

MN-9071-3

12V-24V-High-Power 

Mining machine brushless

MN-9071-5

110V-220V-380V

Aluminium Frame and Plastic

MN-9071-10

AC Axial Fans-120x120x38

MN-9071-7

IP65 Water Proof Fan

MN-9071-4

110V-220V-380V

Ac-Motor-Radiator-Axial

2980779

Mob.: +91 98875 55889

e-mail : mannelectronics@gmx.de

2980779
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Steinbeker Market-3, 22117 Hamburg Germany



AN ISO 9001:2015 COMPANY

MC4 MALE/FEMALE CONNECTOR : 

HOUSING : PPO/PC,                            

CONTACT : COPPER, TIN/SILVER PLATED,           

 CONTACT RESISTANCE : 0.5m,         

Degree of protection : IP67

Flame Class : UM94-VO,                       

Pin Dimension : 4 mm,                                                          

TUV APPROVED AS PER 

IEC62852:2014 STANDARD
End Cap Gasket Plug Contact Plug Housing

Grommet Spring Retainer

Socket Housing Socket Contact Gasket End Cap

Spring Collet Spring Retainer Grommet

Photovoltaic System

(3) Male Connector

(6) Cable Assembly

(1) Solar Cell

(4) Female Connector

(2) Junction Box

(5) Branch 
Connector

Solar Products

1070-1

30A, 1500VDC, IP68,

2.5/4/6 sq.mm., TUV

1070-2

30A, 1500VDC, IP68, 2.5/4/6

sq. mm., TUV, Safety Window

1070-3

30A, 1500VDC, IP68, 2.5/4/6

sq. mm., TUV, Panel Mount

1070-4-S2P1/1070-4 (S1P2)

30A, 1500VDC, IP68, TUV

CONNECTORS



MODULE JUNCTION BOX

1070-9

4-rail, with diodes, 12A potted/

10A non-potted, IP67, TUV

1070-11

2-rail, 3A, IP65

1070A-1

Hand Crimping Tool
1071A-3

Disconnect Tool

ACCESSORIES

1070-5-S3P1 / 1070-5-S1P3  

30A, 1500VDC, IP67,

3-way Branch Connector

1070-6

30A, 1500VDC, IP67,

3-way Branch Connector

1070-7

30A, 1500VDC, IP67,

Overmold Y-type Branch Connector

1070-8
30A, 1500VDC, IP67,

Overmold Y-type Branch Connector

2980779

Mob.: +91 98875 55889

1070-10

3-rail, 10A, IP65

1071A-2

Hand Crimping Tool

4-Rail Module Junction 
Box Internal Circuit

Gasket

Grommet

End Cap

Connector-M

Connector-F

Plug Contact

Socket Contact

Cover

Sealing Gasket

Housing

Ribbon Cable

Diodes

Terminals

Spring Contact

Contact Holder

4 sq. mm. PV Cable

CONNECTORS

1070-12

 3-rail 7A,  IP65 

PRODUCTS

2980779

e-mail : mannelectronics@gmx.de
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